
COMMERCIAL SUBSURFACE
TRANSFORMER ENCLOSURE
SPRING ASSIST (5' x 8'-6" x 7')

UGStext

UNDERGROUND STRUCTURES

STANDARDS Issued: 3/04 Rev:  1 Page 1 of 1 UGS-760.1

Notes:

1. Installation in accordance to UGS- 761. 

2. Structure identification in accordance to UGS-050. 

3. Spring assist structure is designed for non-traffic installations only. 

4. Enclosure is furnished with ½” stainless steel pentahead bolt.  

MANUFACTURER 

UTILITY VAULT JENSEN PRECAST 

STEEL- PARKWAY 
(SHOWN) 

RPU 586-F/C TOR K586-FTE84-21P 

5" DIA.TERMINATORS
TYPICAL AT EA. ENDWALL

CHEVRON GRATING
TAMPER PROOF

WITH END GRATES
COVER & GRATE ASSEMBLY

HINGED GALV. NON SLIP

½" GROUNDING INSERT

EA. SECTION

5" DIA.TERMINATORS
TYPICAL AT EA. SIDEWALL

DEEP WITH GRATE
13" x 14" DIA. SUMP x 5"

PULL IRON LOCATED AT
7/8" DIA. x 4 1/2" GALVANIZED

BOTTOM OF EA. SET OF

TERMINATORS (8 PLACES).

72"

60"

102"

84"

114"

6"

6"

5"

37"

85"

48"

90"

6"

1" DIA. GROUND ROD

KNOCKOUT AT OPPOSITE

CORNERS (2 PLACES).


